=Capacitec’ Gapman’ Solutions

2026 — Top Applications & Product Innovations

In case you missed any of our technology updates, we invite you to explore the Gapman Solutions archive to
see how we’ve been advancing precision gap measurements and displacement systems. The newsletters below
highlight our many applications and diverse industry solutions. See How it Works

Featured Articles:

Key Innovations & Products

ECapacitec Gapman' Solutions Capacitec highlighted the evolution of its Gapman series, focusing on how
electronic feeler gauges are replacing unreliable mechanical methods across high-
tech sectors.

e Gapman Gen3: A portable electronic feeler gauge used for precision gap
measurement

o Gapman Gen4/Gen4M: New "super thin" technology that supports multipoint
sensor

o GPD-1.5SW : The thinnest back-to-back capacitive sensor ever made at just
100 microns (0.0040"). It is specifically designed to eliminate "tilt error" in
extremely tight spaces.

e Capteura 210 - Capacitec’s new amplifier consolidates several modular
components with this new Integrated Amplifier. Capacitec’s new amplifier
consolidates several modular components with this new Integrated Amplifier.

Explore the Technology

=Capacitec Gapman’ Solutions LiniGage for MRO (Maintenance, Repair & Overhaul)

The Capacitec LiniGage is an Aircraft Engine Rotor Eccentricity Realignment
System that is used to set the concentricity of engine rotor assemblies such as the
HPC and HPT sections. An 8mm OD non-contact displacement sensor is
temporarily attached to the tip of one of the blades with a coax lead, wrapped
multiple times around the rotor circumference, typically exiting the engine
enclosure through a borescope hole.

Explore the Technology
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ZCapacitec Gapman’ Solutions LiniGage for MRO (Maintenance, Repair & Overhaul)

S

The Capacitec LiniGage is an Aircraft Engine Rotor Eccentricity Realignment
System that is used to set the concentricity of engine rotor assemblies such as the
HPC and HPT sections. An 8mm OD non-contact displacement sensor is
temporarily attached to the tip of one of the blades with a coax lead, wrapped
multiple times around the rotor circumference, typically exiting the engine enclosure
through a borescope hole.

Explore the Technology

ECapacitec Gapman’ Solutions 210-SCP & 210-SLCP Single Channel Amps

The Capteura 210 Single Channel Amplifier features a compact design which is
optimized for OEM application. Capacitec’s new amplifier consolidates several
modulareemponents with this new Integrated Amplifier. The Capteura 210 allows
you to optimize critical sensitivity over multiple ranges of Interest for your
application. This package reduces costs and advances the art of exceptional
thermal stability with proven long-term reliability.

Explore the Technology

ZCapacitec Gapman’ Solutions Auto TeSt ShOW 2025

The October issue of Gapman Solutions is focused on Automotive Applications in
support of the Automotive Testing Expo. Capacitive gap sensors are pivotal in the
design and manufacture of precision electric motors for use in electric vehicles
(EVs) of all types. Gap measurement solutions using noncontact and contact
(spring contact gap wands) measurement techniques to enhance accuracy and
reliability are deployed throughout the design and production of EV motors.

........

Explore the Technology

ZCapacitec Gapman’ Solutions Slot D|e Coating

The Benefits of Using Portable Gap Measuring Devices to Maintain a Consistent
Slot Die Gap Process Coating EV Battery Components. Slot Die coating is a widely
used technique for applying thin, uniform layers of material to a variety of

y substrates, including those used in the production of EV batteries. Effective Slot Die
i N e coating relies on the precise control of the two distinct gaps in the process. Slot Die

i coating is a widely used technique for applying thin, uniform layers of material to a

variety of substrates, including those used in the production of EV batteries.
Effective Slot Die coating relies on the precise control of the two distinct gaps in the
process.

Explore the Technology
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Gapman' Solutions

GPD-1.5SW (.004") Wand Intro

The Gapman Gen4 is an electronic feeler gauge that eliminates problems with
mechanical methods.

The Gapman Gen4 supports a wide range of probes for a tremendous variation of
gap measurement applications across many technologically advanced industries.
This includes aerospace wing and fuselage assembly, EV battery slot-die
manufacturing, Automotive tractor-Trailor structural testing, fit and finish final
assembly, and semiconductor production multipoint parallelism measurement.

Explore the Technology
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